
These small heaters are designed to prevent condensation and to ensure a minimum operating
temperature in small enclosures.

Temperature limiting

Wide voltage range

Dynamic heating up

Energy saving

Compact
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Small semiconductor Heater RC 016 Series 8W, 10W, 13W

Technical Data

||

Operating voltage 120-250V AC/DC*

Heating element PTC resistor, self regulating and temperature limiting

Heater body aluminium, anodised

Mounting screw fixing

Fitting position variable

Operating/Storage temperature -45 to +70°C (-49 to +158°F)

Protection type / Protection class IP32 / II (double insulated)

Approvals VDE, UL File No. E150057

Note other voltages on request

*Operating with voltages below 140V AC/DC reduces heating performance by approx.  10%.

Art. No. Heating capacity* Inrush current max. Surface temperature (approx.) Connection Weight (approx.)
01602.0-00 8W 2.0A 150°C 2 x AWG 18 stranded wire 20g
01609.0-00 10W 2.5A 155°C 2 x AWG 22 sheathed cable (silicone) 30g
01610.0-00 13W 3.0A 170°C 2 x AWG 22 sheathed cable (silicone) 40g

*at 20°C (68°F) ambient temperature

Art. No. 01602.0-00: Connection 2 x AWG 18 stranded wire

Art. No. 01609.0-00: Connection 2 x AWG 22 sheathed cable (silicone)

Art. No. 01610.0-00: Connection 2 x AWG 22 sheathed cable (silicone)
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Example of connection

Heater RC 016
KTO 011

(contact breaker, normally closed)

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e.

 E
rro

rs
 a

nd
 o

m
is

si
on

s 
ex

ce
pt

ed
. S

ui
ta

bi
lit

y 
of

 th
is

 p
ro

du
ct

 fo
r i

ts
 in

te
nd

ed
 u

se
 a

nd
 a

ny
 a

ss
oc

ia
te

d 
ris

ks
 m

us
t b

e 
de

te
rm

in
ed

 b
y 

th
e 

en
d 

cu
st

om
er

/
bu

ye
r i

n 
its

 fi
na

l a
pp

lic
at

io
n.

24
.0

4.
20

06


